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CITY OF BILOXI

SECTION 904 - NOTICE TO BIDDERS NO. 2642			CODE:  (SP)

[bookmark: _GoBack]DATE:  06/09/2017

SUBJECT:  TRAFFIC CONTROL PLAN
(For Informational Purposes Only)

In constructing this project, the Contractor shall comply with the contract requirements of the Department’s Traffic Control Plan.  The purpose of the Traffic Control Plan is to maintain through and local traffic safely through construction zones.

In addition to Section 618, Maintenance of Traffic and Traffic Control Plan, of the 1990 Edition of the Mississippi Standard Specifications for Road and Bridge Construction, the Department’s Traffic Control Plan includes:  Subsection 104.04, 105.15, 107.07 and 107.10; Section 619: special provisions modifying Section 618 and supplements thereto; individual plan sheets applicable to the plan; and Part VI of the Manual on Uniform Traffic Control Devices (MUTCD).

The complete 2009 edition of the MUTCD may be obtained on-line at https://mutcd.fhwa.dot.gov/pdfs/2009r1r2/pdf_index.htm  or in printed form from the Superintendent of Documents Printing Office, Washington, D.C. 20402 or from the American Traffic Safety Services Association.

The bidder’s attention is called to the contents of Part VI of the MUTCD relating to typical application of traffic control devices for mobile operations on two-lane and multilane roads.

The attached drawings which were taken from MDOT’s Standard Drawing No. TCP-11 shows the traffic control plan required for mobile operations on two-lane and multilane roads.

Calling attention to the above situations in no way signifies that these are the only differences between the previous and current versions of PART VI of the MUTCD.

This Notice to Bidders is for informational purposes only.  Bidders should familiarize themselves with the 2009 Edition of the MUTCD and the separate PART VI publication.
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MOBILE OPERATIONS ON TWO-LANE ROAD
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NOTES:

. WHERE PRACTICAL AND WHEN NEEDED, THE WORK AND PROTECTION VEHICLES

SHOULD PULL OVER PERIODICALLY TO ALLOW TRAFFIC TO PASS. If THIS CAN
NOT BE DONE FREQUENTLY, AS AN ALTERNATIVE, A "DO NOT PASS" SIGN MAY BE
PLACED ON THE REAR OF THE VEWICLE BLOCKING THE LANE.

. THE DISTANCE BETWEEN THE WORK AND PROTECTION VEHICLES MAY VARY ACCORDING

TO_TERRAN, PANT DRYING TIME, AND OTHER FACTORS. PROTECTION VEHICLES
ARE USED TO WARN TRAFFIC OF THE OPERATION AHEAD. WHENEVER ADEQUATE
STOPPING SIGHT DISTANCE EXISTS TO THE REAR, THE PROTECTION VEMICLE
SHOULD MAINTAIN THE MINIMUM DISTANCE AND PROCEED AT THE SAME SPEED AS
THE WORK VEMICLE. THE PROTECTION VEHICLE SHOULD SLOW DOWN IN ADVANCE
OF VERTICAL OR HORIZONTAL CURVES THAT RESTRICT SIGHT DISTANCE.

. ADDITIONAL PROTECTION VEHICLES TO WARN AND REDUCE THE SPEED OF ONCOMING

OR OPPOSING TRAFFIC MAY BE USED. POLICE PATROL CARS MAY BE USED FOR THIS PURPOSE.

. A TRUCK-MOUNTED ATTENUATOR (TMA) SHOULD BE USED ON THE PROTECTION VEHICLE

AND MAY BE USED ON THE WORK VEHICLE.

THE WORK VEHICLE SHALL BE EQUIPPED WITH BEACONS, AND THE PROTECTION
VEHICLES SHALL BE EQUIPPED WITH TWO HIGH-INTENSITY FLASHING

LIGHTS MOUNTED ON THE REAR, ADJACENT TO THE SIGN. PROTECTION AND WORK
VEHCLES SHOULD DISPLAY FLASHING OR ROTATING BEACONS BOTH FORWARD AND
TO THE REAR.

. VEHICLE-MOUNTED SIGNS SHALL BE MOUNTED WITH THE BOTTOM OF THE

SIGN LOCATED AT A MINIMUM HEIGHT OF 48" ABOVE THE PAVEMENT.
SIGN LEGENDS SHALL BE COVERED OR TURNED FROM VIEW WHEN WORK IS NOT IN
PROGRESS.

. ALL TRAFFIC CONTROL ITEMS SHOWN ON THIS SHEET WILL NOT BE MEASURED

FOR SEPARATE PAYMENT. THIS WORK IS TO BE INCLUDED IN THE PRICE BID FOR
MAINTENANCE OF TRAFFIC.
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. VEHICLES USED FOR THESE OPERATIONS SHOULD BE MADE HIGHLY VISIBLE

WITH APPROPRIATE EQUIPMENT, SUCH AS FLASHING LIGHTS, ROTATING

BEACONS, FLAGS, SIGNS, OR ARROW PANELS.

2. PROTECTION VEHICLE *1SHOULD BE EQUIPPED WITH AN ARROW PANEL.
AN APPROPRIATE LANE CLOSURE SIGN SHOULD BE PLACED ON PROTECTION
VEHICLE *1SO AS NOT TO OBSCURE THE ARROW PANEL.

3. PROTECTION VEHICLE *2 SHOULD BE EQUIPPED WITH AN ARROW PANEL AND

TRUCK-MOUNTED ATTENUATOR (TMA).

4. PROTECTION VEHICLE *1SHOULD TRAVEL AT A VARYING DISTANCE FROM THE
WORK OPERATION SO_AS TO PROVIDE ADEQUATE SIGHT DISTANCE FOR TRAFFIC

APPROACHING FROM THE REAR.

5. WHEN ADEQUATE SHOULDER WIDTH IS NOT AVAILABLE, PROTECTION VEHICLE

*1SHOULD BE ELIMINATED,

6. ON HIGH-SPEED ROADWAYS, A THIRD PROTECTION VEHICLE SHOULD BE USED
(i.e., VEHICLE *10ON THE SHOULDER (F PRACTICAL), VEHICLE *2 IN THE CLOSED

LANE, AND VEHICLE *3 IN THE CLOSED LANE).

7. ARROW PANELS SHALL BE AS A MINIMUM TYPE B, 60" X 30" IN
ACCORDANCE WITH THE CRITERIA PRESENTED IN THE MUTCD.

8. WORK SHOULD NORMALLY BE DONE DURING OFF-PEAK HOURS.

9. ALL TRAFFIC CONTROL ITEMS SHOWN ON THIS SHEET WILL NOT BE MEASURED
FOR SEPARATE PAYMENT. THIS WORK IS TO BE INCLUDED IN THE PRICE BID

FOR MAINTENANCE OF TRAFFIC.





